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Instruction for glass concealed cistern (for standing floor toilet)

1.Fitting chart

double button

left cover

aluminium board —

glass cover

horizon onto the wall.

Technical parameter
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Attention:Pls install the product before
paste tile.Confirm the install position and
horizon before install the product,mark the

(1) 2" standard fill water hole
(2) Waterinlet pressure range 0.02MPa~0.9MPa
(3) Water temperature range 2°C~45C

(4) 3/6L dual flush ,flush time 3s~5s
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stop valve
hose

holder

spring fastener
flush valve
[T inletvalve

— cistern body
[ steel frame
#/ flush bend pipe

L/ flush straight pipe
| — toilet rubber

| pipe clamp
| ———flush straight pipe

" flush bend pipe

flush pipe cup

please check all fitting as the chart above.If there is anyting missing, please contact your supplier.

2. Technologic data
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5.Install drainage pipe
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use pipe clamp to fix flush pipe

pipe clamp fasten with two screws
need to twist a fitangle

6.

Fix steel frame
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drill hole and screw into floor

Fix steel fram on wall, pls keep the glass
parallel to floor

Sprite use M10 inner hexagon spanner get it loose and adjust
to make it same with standing floor toilet.and cut the fill
pipe to be same length with standing floor toilet .

3.Technology size for standing floor toilet
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Size requirement for standing floor toilet :

(1) )flush hole diameter d52mm~d58mm.

(2) Flush hole outer diameter $ 80mm~ 100mm.,

(3) The height from floor to toilet top surface for standing floor toilet is
400mm(10mm more or less)

(4) Distance of center point of fill hole to flush hole is 180mm

(5) Measure the height from floor to center point of fill hole X,the
distance of center point of fill hole and flush hole Y (or S-trap toilet
from center point of flush hole to wall distance Z )

4.Open package

open top cover

9\

T °

[

take out spring holder from two sides

unload the glass

7.Install inlet pipe

connect stop valve with water pipe,and then connect
hose with stop valve

hose connect place of water outlet

8.Method for installation
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Install the glass cover to the frame(as per

photo shows)

Cover the Aluminum cover to the glass cover
(as per photo shows)

12.Adjust straight pipe

Insert the straight pipe into the bend
pipe,make mark on the pipe where

is balance to the wall.

Measure the distance
between the two marks.

Instert the straight pipes to the standing floor
toilet and mark on the pipe where balance to
the toilet surface
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Measure the length of L+3mm at the edge of
straight pipe and cut it down.Rub the cut edge
of straight pipe by file to make it smooth.

toilet cushion

13.Install toiet
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Measure the depth " L" of hanging hole of
Standing floor toilet,smear small white cement
onto the side surface of wall hung toilet
where connecting to the wall.

Install the toilet cushion,and then

install the standing floor toilet

11.Finalize

Smear silicon oil onto the sealed rubber
of bend pipe equaly,insert straight pipe
into the bend pipe.

Smear glass glue onto the side of
Standing floor toilet where connecting
to the wall.

cut down spare cushion

Maintenance for glass concealed cistern
(Standing floor toilet)

@ take out cover

1.Replace inlet valve and flush valve

® putoutinlet holder and inlet valve

@ switch off stop valve

@ put out flush valve from inside cistern

1. Maintenance of fill valve

Malfunction and solve way of fill valve

malfunction

solve way

1.The water level too high or too low

Adjust water level

2.Can not stop water

Wash sealed rubber and mandril

3.Fill water speed slow

Wash filter;Adjust water stress to higher

4.0thers questions

Pls consult with professional technician
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(D rotate button to adjust water level (@ Clean dirty

(® put out cover, and right twist liver, pull down small box.

(® screw out valve cover

(@ take outfilter

seal rubber

valve core

(® put out valve core and seal rubber and clean it.

2.maintenance for plastic cistern

@ screw out the nut

@ take out plastic cistern inside

2. Maintenance of flush valve

Malfunction and solve way of flush valve

Floater

malfunction

reason

solve way

1.Can not flush water

The flush pole distortion or break

Replace the flush pole

(Dadjust floater to adjust flush volume

The working water level too low

1.Apear leak

The sealed rubber can not seal water

Adjust the working water level t

Replace the sealed rubber

The movement of flush valve is blocked

Wash the dirt of flush valve

@ uninstall flush valve and seal rubber to clean

(® adjust the button to control flush volume
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